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CLOUDED AREAS INDICATE LOCATIONS ALONG THE VERTICAL
WINDOW EDGE MASONRY JOINTS WHERE MORTAR TUCK
POINTING IS REQUIRED. CAREFULLY REMOVE EXISTING
MORTAR AT THESE AREAS TO AVOID DAMAGE TO EXISTING
BRICKWORK, AND PREP AREAS FOR TUCK POINTING.
REMOVE MORTAR FULL WIDTH OF EXISTING MORTAR JOINT,
AND AS DEEP AS REQUIRED UNTIL SOUND, UNCRACKED
MORTAR IS COMPLETELY REMOVED. (OR IF ENTIRE JOINT IS
DAMAGED, REMOVE ALL EXISTING MORTAR WITHIN JOINT).
NEW MORTAR COLOR TO MATCH THE COLOR AND TEXTURE

REINSTALL EXISTING METAL OF EXISTING MORTAR.

PIPE RAILING WITH RAILING
: PITCH POCKETS, THIS SIDE,

1. THE CONTRACTOR SHALL COORDINATE ALL WORK ASSOCIATED WITH v>m>nmql/ SEE w\_wqm/m__._&_..\oﬁmwﬁﬂuzm
THIS PROJECT WITH THE SUB—CONTRACTORS, TO PROVIDE A COMPLETE :

AND FINISHED PROJECT. / / @

2. THIS FACILITY IS OCCUPIED. THE CONTRACTOR SHALL BE RESPONSIBLE
FOR ALL METHODS AND MEANS OF CONSTRUCTION AND SHALL BE = \ _
RESPONSIBLE TO THE VA COR FOR PROVIDING A SAFE WORK = = = = = = =
ENVIRONMENT DURING THE CONSTRUCTION PERIOD. EVERY EFFORT (6] b
SHALL BE MADE BY THE CONTRACTOR TO PROTECT THE OCCUPANTS, )
VISITORS AND CUSTOMERS FROM THE HAZARDS OF CONSTRUCTION. I e
\l_u>m>_um._.
4. DIMENSIONS AND DETAILS ARE BASED ON THE BEST AVAILABLE — —
INFORMATION AND THE CONTRACTOR SHALL BE RESPONSIBLE FOR T
VERIFYING FIELD DIMENSIONS BEFORE ORDERING MATERIALS AND A REINSTALL EXSTING METAL
_u__umm>__|_20<<_._._._m>__._zo
_umm_..>_wm_o>._.mo_._._mz_m. _u_._.o_.__uooxm._.m.

SEE DETAIL 7/A103 FOR
MORE INFORMATION.

GENERAL NOTES: EXISTING ROO

BELOW

Nz\o WORK oz\
1

EXISTING MEP
EQUIPMENT TO
REMAIN

T

ELECTRICAL PANEL,
SEE MEP DRAWINGS

4" VENT PIPE, SEE
DETAIL 3/A103 FOR
MORE INFORMATION.

3. ALL MATERIALS SHALL BE INSTALLED IN ACCORDANCE WITH THE
MANUFACTURER’S WRITTEN INSTRUCTIONS AND RECOMMENDATIONS.

EXISTING BRICK———F—=—
EXTERIOR WALL

EXISTING ROOF
_.|_|>mI_zo//

REPAIR JOINT UP TO
2'—0" ABOVE DOOR HEIGHT

5. ALL WORK SHALL BE PERFORMED IN THE BEST AND MOST H
PROFESSIONAL MANNER BY CONTRACTORS SKILLED IN THEIR REINSTALL EXISTING—
RESPECTIVE TRADES. METAL PIPE RAILING WITH

RAILING PITCH POCKETS, ™S4

THIS SIDE, SEE DETAIL
7/A103 FOR MORE

X
INFORMATION. INSTALL NEW

ROOF AS
INDICATED IN
DETAIL 1/A103. L

EXISTING ROOF

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR INSPECTING AND
CORRECTING HIS OWN WORKMANSHIP TO THE EXTENT THAT SATISFIES
THE VA COR.

j
|
% % -,
4 \ \
\ /

| [/ | | | \

i
(mx_mjzo ALUMINUM N_zm;_._. PLASTIC P Kmx_mjzo JOINT CRACK EXTENDS

/Im._.ozm <<_ZUO<< fmx_m._._zo zm_u
SILL, TYPICAL EQUIPMENT TO

WINDOWS, TYPICAL WEEPS IN LOWEST METAL DOOR MWWW_N_M_NZ.;_. AT CORNER

_uo_z._.o_.u._.cox .

REMAIN
POINTING, TYPICAL
(5) LOCATIONS.

7. THE CONTRACTOR, AND VA COR SHALL BE RESPONSIBLE FOR
SPECIFICATIONS OF ALL MATERIALS NOT SPECIFIED ON THE THE
DRAWINGS OR IN THE SPECIFICATIONS. THE CONTRACTOR SHALL
COORDINATE THE SELECTION OF ALL COMPONENT COLORS, MODEL
NUMBERS, SIZES, ETC. OF ALL BUILDING ELEMENTS WITH THE VA COR
BEFORE ORDERING MATERIALS.

\zo WORK ON
EXISTING ROOF
BELOW

4” VENT PIPE, SEE

DETAIL 3/A103 FOR
MORE INFORMATION.

INFILL JOINT/BRICK VOID
WITH MORTAR.

8. ALL WORKMANSHIP AND MATERIALS, UNLESS CARRYING A GUARANTEE
BY A MANUFACTURER FOR A LONGER PERIOD OF TIME SHALL BE
GUARANTEED FOR A PERIOD OF ONE YEAR FROM THE DATE OF FINAL
PAYMENT TO THE CONTRACTOR.

NOTE:

TO AVOID DAMAGE TO EXISTING ROOF,
NO SCAFFOLDING OR ADDITIONAL
POINT LOADS ARE PERMITTED FOR
TUCK POINTING WORK.

[——PIPING, SEE MEP
DRAWINGS FOR MORE
INFORMATION. N

BUILDING ELEVATION

SCALE: 1/4" = 10"

SLOPE
1/8":12

SLOPE
1/87:12

9. THE CONTRACTOR SHALL MSIT THE SITE TO VERIFY FIELD CONDITIONS,
NO ADDITIONAL PAYMENT WILL BE MADE FOR FAILURE TO ACCOUNT
FOR OBSERVABLE CONDITIONS.

o)
—

10. THE CONTRACTOR SHALL MAKE EVERY EFFORT TO PREVENT THE PARAPET—] 7]
SPREAD OF DUST, SMOKE, FUMES, ETC., THROUGHOUT THE BUILDING

AND NEIGHBORHOOD.

EXPANSION TANKS, SEE
MEP DRAWINGS FOR BEAM BEAM
MORE INFORMATION.

COORDINATE SUPPORT

11. THE CONTRACTOR SHALL PROVIDE ALL TEMPORARY SERVICES POST. REFER TO
INCLUDING, ADEQUATE LIGHTING, WATER, TOILETS, POWER, HEAT, ETC. 9/A103 FOR DETAILS
AS REQUIRED FOR WORKMAN, MATERIAL INSTALLATION, WORK .
PROTECTION, ETC. OR AS DISCUSSED AND ALLOWED BY THE VA COR. _|_|

(5) COOLING
UNITS, TYP., SEE L
MEP DRAWINGS _

13. THE CONTRACTOR SHALL REVIEW ALL CONSTRUCTION DOCUMENTS AND d — | ]
NOTIFY THE VA COR OF ANY INACCURACIES OR DISCREPANCIES IN THE \ _ i
DOCUMENTS AND IN FIELD CONDITIONS SHOWN ON THE DRAWINGS IN A NO WORK ON — =
EXISTING ROOF Mﬂk
BELOW Pe REFER TO 3/A102 FOR
\\ mz_.>m0mon_.>z.

\
TIMELY MANNER.
14. THE CONTRACTOR SHALL PERFORM ALL WORK IN STRICT ACCORDANCE o L I i
WITH ALL FEDERAL AND STATE CODES, RULES, REGULATIONS AND / == \\ \&
ﬂ In i dl

ORDINANCES INCLUDING, BUT NOT LIMITED TO, THE INTERNATIONAL
ENERGY CONSERVATION CODE, THE INTERNATIONAL BUILDING CODE,
ROOF DRAIN,
SEE DETAIL
SLOPE 2/m03 ForR | U9
A\m.jm z_omm

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI), NATIONAL FIRE
INFORMATION.

ﬂ-lu:n_n

| | | ——MECHANICAL EQUIPMENT, v
I SEE MEP DRAWINGS FOR é \Imm 6x6x3/8 COLUMN (TYP.)
MORE INFORMATION. WEx13 REFER TO 11 /A—103 FOR
| TEMPORARILY RELOCATE 1 | BASEPLATE DETAIL.
EXISTING MECHANICAL — ~
R

\\ EQUIPMENT AND REINSTALL \ \
AFTER PROPOSED FRAMING / INFILL WITH 1/4" /
MU-3 THK STEEL R MU—4

IS INSTALLED.
\ / N

~ W8x13

o)
1—

12. THE CONTRACTOR SHALL PROVIDE THE VA COR A COMPLETE el
MAINTENANCE & OPERATIONAL INSTRUCTIONS IN BOTH WRITTEN &
VERBAL FORM FOR ALL CONTRACTOR PROVIDED EQUIPMENT.

Kl

| _—PROPOSED STEEL FRAMING.

2—5 1/4"+

\|moo_.| DRAIN, SEE DETAIL

2/A103, FOR MORE
INFORMATION.

W8x13
W8x13

PROTECTION ASSOCIATION (NFPA), OCCUPATIONAL SAFETY AND HEALTH
ADMINISTRATION (OSHA), AND THE NEW YORK STATE LABOR
DEPARTMENT, WHETHER OR NOT INFORMATION AND/OR WORK IS
SPECIFICALLY SHOWN ON THE DRAWINGS.

SLOPE
1/8":12

I_l_
|
a
i

6'-10 5/8"

O O

SLOPE

(5
: TYP.
| |
—MECHANICAL \_ :
EQUIPMENT, SEE :

MEP DRAWINGS
FOR MORE \
INFORMATION

15. THE CONTRACTOR SHALL BE AWARE THAT THE EXISTING FACILITY HAS
THE POTENTIAL OF HAVING OTHER CONSTRUCTION PROJECTS GOING ON
AT THE SAME TIME.

MU-2

12
1]

6'—8"+

W8x13
W8x13

212

16. THE CONTRACTOR IS RESPONSIBLE TO COORDINATE ALL MATERIAL
DELIVERIES WITH VA COR AND VA STAFF IN CHARGE OF THE LOADING
DOCK. NO CONTRACTOR MATERIAL WILL BE STORED ON OR AROUND | E ]
LOADING DOCK UNLESS AUTHORIZED BY THE VA COR. THE VA WILL
NOT RECEIVE CONTRACTOR MATERIAL.

| —F L ECTRICAL CONDUIT, SEE
T MEP DRAWINGS FOR MORE
INFORMATION. I

. N

|| PROPOSED STEEL
4" VENT PIPE, SEE L —T |
[
]

SLOPE
1/8

SLOPE
1,/8

13-5 1/4"

17. CONTRACTOR TO PROVIDE MULTIPLE CHUTES TO CONVEY
CONSTRUCTION WASTE FROM THIRD FLOOR ROOF DOWN TO GROUND
LEVEL. CONTRACTOR TO PROVIDE TEMPORARY WASTE RECEPTACLES
UNDER OUTPUT OF CHUTES TO TRANSPORT WASTE BETWEEN CHUTES
AND DUMPSTER. PROTECT ALL AREAS THAT TEMPORARY WASTE
RECEPTACLES TRAVERSE. WASTE SHALL NOT PILE UP ON LOWER
ROOFS OR GROUND. IMMEDIATELY RELOCATE WASTE TO DUMPSTER..

FRAMING. REFER
DETAIL 3/A103 FOR — TO 4/A102 FOR (TYP.)
MORE INFORMATION.

W8x13

ENLARGED PLAN. N——

o)
T

W8x13

PROVIDE (2)

L - _ A
0
—l ¥_ ]
DOOR TO ACT AS =] — —

30"x30" ROOF
A LANDING. m

W8x13

18. STOCK PILING OF NEW ROOFING MATERIALS ON EXISTING AND NEW
ROOF AREAS IS NOT PERMITTED.

WALKWAY PADS AT

MU-6

I

W8x13
W8x13

19. ALL WOOD BLOCKING SHALL BE PRESSURE TREATED AND FIRE
RETARDANT.

_
N_mﬂ_:. WITH 1/4"
THK STEEL R

_ W8x13

W8x13
4,_4"
WBx13

MU-1
20. ANY DUMPSTER PLACED WITHIN 20FT OF A BUILDING WILL REMAIN

COVERED WHEN NOT IN USE.

31_ 8"
C8x11.5

C8x11.5

Ql
Q

21. CONTRACTOR TO PROVIDE FIRE PREVENTION PLAN TO VA COR FOR
REVIEW AND APPROVAL.

WING . | WING

C D W8x13
22. IF A SAFETY SYSTEM IS OUT OF SERVICE FOR MORE THAN (4) HOURS
OR A SITUATION OCCURS THAT EFFECTS SAFETY TO PATIENT OR THE -~
HOSPITAL FOR MORE THAN (4) HOURS, THE CONTRACTOR IS TO
NOTIFY VA COR A MINIMUM OF 48 HOURS IN ADVANCE TO
COORDINATE INTERIM LIFE SAFETY MEASURES (ILSM).

7_3"

NOTES:

1. THE CONTRACTOR SHALL LOCATE THE EXISTING STEEL FRAMING PRIOR TO
INSTALLATION OF THE PROPOSED FRAME. LOCATE COLUMNS OVER EXISTING
STEEL.

NOTES:
2. COORDINATE EXACT LOCATION OF C8x11.5 WITH THE EXACT LOCATION OF
PROPOSED MECHANICAL EQUIPMENT. 1. THE CONTRACTOR SHALL LOCATE THE EXISTING STEEL FRAMING PRIOR TO
INSTALLATION OF THE PROPOSED FRAME. LOCATE COLUMNS OVER EXISTING
3. FRAMING DESIGN BASED ON MECHANICAL UNITS HAVING THE FOLLOWING: STEEL.
A.MU-1: 3'-2"x3-3 1/2” AIR COOLING UNIT W/ OPERATING WT OF 750
LBS=.
B. MU-2: 6'-8"x4'—6" PUMP ENCLOSURE W/ OPERATING WT OF 2,960 LBS. 2
$ C. MU-3: 2'—0" DIA. EXPANSION TANK W/ OPERATING WT OF 778 LBS.

D. MU—4: 1'—8" DIA. GLYCOL FILL TANK W/ OPERATING WT OF 415 LBS.

FRAMING DESIGN BASED ON MECHANICAL UNITS HAVING THE FOLLOWING:

A.MU-5: 3'-2"x3'-3 1/2" AIR COOLING UNIT W/ OPERATING WT OF 750
LBS+.

B. MU—-6: 2'—6"X1'-5" AIR COOLING UNIT W/ OPERATING WT OF 750 LBS.

4. THE CONTRACTOR SHALL NOTIFY THE ENGINEER PRIOR TO PURCHASE OF

EQUIPMENT IF SIZES OR WEIGHTS OF NEW EQUIPMENT VARIES. 3. THE CONTRACTOR SHALL NOTIFY THE ENGINEER PRIOR TO PURCHASE OF

EQUIPMENT IF SIZES OR WEIGHTS OF NEW EQUIPMENT VARIES.

ENLARGED STRUCTURAL FRAMING PLAN

SCALE: 1/2"=1-0"

THIRD FLOOR ROOF PLAN

1 Fsone =0 3

ENLARGED STRUCTURAL FRAMING PLAN

SCALE: 1/2"=1"-0" L.

NORTH

three eighths inch

one foot

one quarter inch

one foot

one eighth inch
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